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Dealer Stamp:

Model  Commodore 5 - 3
Part No.  COM53YESY3
Width  (mm)  900
Height  (mm)  1300
Length  (mm)  1900
Engine Power  (Hp)  3
Engine Power  (kW)  2.5
Max Drum Volume (ltr) 160
Max Mixing Volume  (ltr)  115
Drum Speed  (rpm)  19
Weight  (kg)  418

Model  Commodore 7 - 5
Part No.  COM75YEY3
Width  (mm)  900
Height  (mm)  1415
Length  (mm)  1900
Engine Power  (Hp)  3
Engine Power  (kW)  2.5
Max Drum Volume (ltr) 220
Max Mixing Volume  (ltr)  160
Drum Speed  (rpm)  19
Weight  (kg)  423

Model  Commodore 10 - 7
Part No.  COM107YEY3
Width  (mm)  900
Height  (mm)  1430
Length  (mm)  1850
Engine Power  (Hp)  3
Engine Power  (kW)  2.5
Max Drum Volume (ltr) 310
Max Mixing Volume  (ltr)  220
Drum Speed  (rpm)  19
Weight  (kg)  438

Technical Speci cations

 » Heavy-duty chassis designed to withstand   
 tough site conditions.
 » Rigid, reinforced drum to prevent distortion.
 » Foot operated tip-lock and large tip wheel for  

 added safety and control with large mixes.
 » High quality mixing performance from gated 

 paddle design.
 » Easy-to-clean steel chassis.
 » Sealed, heavy-duty high speci cation gear ox 

 for reduced maintenance.
 » Ro ust, easy to use Parking Brake for 

 increased on-site safety.
 » 3 Drum si es availa le to suit all your site   

 needs.
 » Yanmar Diesel engine.

Gated paddle design

Foot operated tip lock for added 
safety

Parking rake for improved site 
safety


