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 Ű Spare parts set ball caps for stabilisers for platform ladders 8483+8484, order no. 0054760 (to version 03/2015)  
resp. order no. 0054954 (from version 04/2015), see on page 144.

 Ű Spare parts set castors for platform ladders 8483+8484, order no. 0054665, see on page 144.
 Ű Spare parts set handrail for platform ladders 8483+8484, order no. 0055236, see on page 145.
 Ű Spare parts set safety door for platform ladders 8483+8484, order no. 0055239, see on page 145.
 Ű Tool tray for platform ladders 8483+8484, order no. 0054709, see on page 145.
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PLATFORM LADDERS AND PODIUMS

 Ű Safe hands-free working due to handrails and knee bar on all sides.
 Ű Easy access due to self-closing safety door.
 Ű Highly stable due to variably adjustable stabilisers.
 Ű With spacious, practical tool tray, for fitting at 2 heights.
 Ű Spacious platform 600×425 mm.
 Ű Comfortable ascent thanks to wide rungs 45 mm deep.
 Ű With telescoping ladder sections for height adjustment  

at the distance of a rung.
 Ű Convenient transport thanks to castors touching the floor  

when tilting the ladder.
 Ű Set up in stairway mode possible.

For an explanation of standing/reach height see on page 5.

8484 HYMER ProTect + 

Number of rungs incl. platform 3–5 5–8 6–10

Basic ladder included 848303 848305 848306

Extension included 0054730+0054734 0054731 0054732

Stile (approx. mm) 60 60 60

Length (approx. m) 2.06 – 2.31 2.36 – 3.06 2.61 – 3.56

Standing height (height to platform) (approx. m) 0.86 – 1.09 1.15 – 1.77 1.39 – 2.24

Reach height (approx. m) 2.86 – 3.09 3.15 – 3.77 3.39 – 4.24

Vertical height (approx. m) 1.90 – 2.13 2.20 – 2.81 2.43 – 3.29

Width (approx. mm) 1,775 – 1,975 1,925 – 2,410 2,110 – 2,780

Base width (approx. m) 1.50 – 1.64 1.69 – 2.28 1.87 – 2.65

Folded L × W × H (approx. m) 2.30×0.70×0.32 2.59×0.70×0.32 2.85 × 0.70 × 0.32

Weight (approx. kg) 25.4 30.4 33.0

Order no. 848405 848408 848410
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