
Ÿ  304 Stainless Steel cover and chassis with bumper bars

Ÿ  4-wheels for ease of transport over uneven or soggy terrain
o o

Ÿ  Heats water to 90 C on full pressure and 150 C on steam stage

Ÿ  Diesel boiler compatible with HVO (bio diesel) fuels

Ÿ  low centre of gravity helps prevent toppling

Ÿ  The powerful pump can draw from a water butt/IBC

Ÿ  Boiler protection against low water pressure

Ÿ  Simple adjustable temperature control

Ÿ  Double pass heat exchanger guarantees hotter water 

 with less fuel usage

FEATURES

Ÿ  Fully protected electrics from water ingress

RAPID VSC 240 100 BAR ELECTRIC HOT WATER & STEAM STAINLESS STEEL PROFESSIONAL PRESSURE WASHER

Description

100 BAR 24OV STAINLESS STEEL PRESSURE WASHER WITH DIESEL BOILER
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SPECIFICATION
MAX PRESSURE (BAR)

WORKING PRESSURE (BAR) 

MAX FLOW (L/MIN) 

PUMP TYPE

BOILER – CLEAN BURN

HOT WATER TEMP

STEAM STAGE

TOTAL STOP SYSTEM

CHEMICAL APPLICATION

MOTOR TYPE

POWER RATING

CABLE LENGTH

HIGH PRESSURE HOSE

GUN AND LANCE KIT

DIMENSIONS L x W x H 

WEIGHT

FUEL TANK SIZE)

QR HOSE, GUN 
& LANCE KIT

240
VOLT

TOTAL 
STOP

STEAM &
HOT WATER

This stainless-steel built pressure washer has been developed the 

ideal 240V high performance hot and steam machine for 

contracting and agriculture. 

Performance: High flow 12 litres per minute; 1500PSI (100bar) 

on 240-volt 13 amp electric supply with diesel fired  boiler. 

The long-lasting chassis and low centre of gravity with the ability 

to suck water make it a winner.

STAINLESS STEEL
COVER & CHASSIS

G E T E Q U I P P E D

YEAR
WARRANTY*

200 

100

12

SELF-PRIMING

DIESEL FIRED

40°C - 90°C (steam stage: 150°C)

YES

Immediate stop type 

YES – injector type 

INDUCTION

2200W

5m

10m (specify your choice)

YES - KTQ type

118 x 73 x 72cm

120kg

24 litre (anti-spill)

HVO COMPATIBLE
DIESEL BOILER

1

304


