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MODEL WATTAGE LENGTH
(FOOT)

COLOUR 
TEMP. 

LUMEN  
OUTPUT

DIMENSIONS 
(L x Ø  mm)

EMERGENCY SOLUTION 
MODULE / BATTERY

T8LED210-40 10W 2 4000K 900lm 600 x 27 
EMLEDOL90 / BP4C

T8LED210-60 10W 2 6000K 1000lm 600 x 27
T8LED418-40 18W 4 4000K 1700lm 1200 x 27

EMLEDOL90 / BP4C
T8LED418-60 18W 4 6000K 1800lm 1200 x 27
T8LED522-40 22W 5 4000K 2100lm 1500 x 27

EMLEDOL90 / BP4C
T8LED522-60 22W 5 6000K 2200lm 1500 x 27
T8LED626-40 26W 6 4000K 2400lm 1800 x 27

EMLEDOL/ BP3C*
T8LED626-60 26W 6 6000K 2500lm 1800 x 27
T8LED-FUSE Fuse for T8 LED Tubes

Specification 

LED:   54-144pcs 2835 LED 
Material:       Polycarbonate tube and internal aluminium heat sink
Lumen Output:   900-2500lm
Colour Temperature:  4000K / 6000K
Guarantee:   3 Years
Life Expectancy:   25,000 Hours
Working Temperature: -20 - 40°C
Power Factor:    >0.9
Beam Angle:   180° (T8LED626 150°)
Ra:    80
Extra Information:   Box quantity of 25pcs
   CE approved
   G13 Cap
   LED Fuse to be ordered separately if required (magnetic ballasts)
   Non-dimming
   Opal diffuser
   Supplied individually packed in cardboard sleeves
   Wired live & neutral to one end
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26WLED

Red Arrow Trading
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A range of highly efficient and economical T8 LED Tubes. They are 
available in standard lengths of two to six foot and stocked in either 
4000K or 6000K colour temperatures. 

Lmm

Ømm

90-265V IP20

(Image shown T8LED626-40)

*4W version available upon request requires 4 cell battery


