
18V CIRCULAR SAW
165MM LXT

DSS611Z
Model DSS611 has been developed as a cost-competitive
sister tool of Model DSS610. Features the same lightweight
design, portability and high performance as DSS610
although the following functions have been removed: LED
Job light, Positive stop at 45 degrees, Blower function,
Electric brake.

18V CIRCULAR SAW 165MM LXT

TECHNICAL SPECIFICATIONS

Battery Type Lithium-ion
Battery Quantity (3.0 Ah) 0
Body only machine ✓
Voltage 18 v
Depth of Cut @ 90° 57 mm
Blade Diameter 165 mm
Depth of Cut @ 45º 40 mm
Depth of Cut @ 50° 36 mm
Bore Diameter 20 mm
Noise sound pressure 91 dB(A)
Noise sound power 102 dB(A)
Noise K factor 3 dB(A)
No Load Speed 3700 rpm
Vibration K factor 1.5 m/sec²
Vibration: Cutting Chipboard 2.5 m/sec²
Net weight 2.9 - 3.2 kg

Link to product - www.makitauk.com

USER BENEFITS

• Lithium-ion batteries have greater life spans than their
Ni-MH or Ni-Cad counterparts giving 430% greater
run time.

• Lithium-ion's 40% weight saving means 18 volt power
can be obtained by a battery that weighs the same as
a 12 volt Ni-MH battery.

• Double safety trigger.
• High comfort grips.
• Removable dust nozzle.
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RELATED PRODUCTS (Recommended Retail Price incl. VAT)
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