Carbons, Xcalibur Anti Spatter, Tip Dip Gel
& Weld Crack Detection

Gouging Electrodes

Standard all purpose Gouging Electrodes available in sizes 4 to 13mm

DC Jointed Carbons

Jointed Electrodes have a male stub and female socket
to allow continuous electrode feed and eliminate stub loss

GCP13X305 13 x305mm (1/2x 12" Pack Qty 50
GCP10X305 10 x 305mm (3/8 x 12") Pack Qty 50 GCJ16X430 16 x 430mm (5/8 x 17") Pack Qty 20
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GCP8X305 8 x305mm (5/16 x 12") Pack Qty 50 GCJ1 3X430 13 x430mm (1/2x17") Pack Qty 30
GCP6X305 6.4 x305mm (1/4x 12") Pack Qty 50 GCJ10X430 10 x430mm (3/8 x17") Pack Qty 50
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GCP5X305 5x305mm (3/16 x 12") Pack Qty 100 GCJ8X430 8x430mm (5/16x 17" Pack Qty 50
i i ) _
GCP4X305 4 x305mm (5/32x 12") Pack Qty 100
Current Requirements
Carbon Diameter 4mm (5/32")  5mm (3/16") 6.4mm (1/4") 8mm (5/16") 10mm (3/8") 13mm (1/2")  16mm (5/8")
Min Amps 90 200 300 350 450 800 1000
Max Amps 150 250 400 450 600 1000 1250
Anti Spatter
Over 3 times the life _
of conventional aerosols 500ml
High Performance

GH PERFORMA

g Pack Qty: 12
SPATTE!

300ml Pack Qty: 12 . Dicloromethane free

l - Virtually no spatter adhesion
4 . No fuming, no odour

- No scraping or chipping

-+ No problems painting etc.

- Dicloromethane free

- No liquid gas in contents

- No problems with paint,
galvanising, powder
coating and other after
painting processes

- Effective and economical

- Vegetable oil based

Order Code: 8900

- Constant 360° spray
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- Vegetable oil based
Order Code: 8908

+ Hugely reduced dressing times

- Bag on valve, comp air system
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Order Code: 8906

Order Code: 8907

Weld Crack
Detection

WELD-CRA
DETECTION

300ml Cleaner
Pack Qty: 12

Order Code: 8902

400gms Developer
Pack Qty: 12
Order Code: 8903
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Tip Dip Gel
%/ “DEecho
: TP DIP GEL
300ml Penetrant é 500ml f&;:“"s
Pack Qty: 12 % ot Pack Qty: 12 i)

Order Code: 8904 Order Code: 8905

W WILKINSON STAR



